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ANCH□RAGE PRODUCT INDEX 

AG100 Light Duty 2-Bolt Clamp 

AGl 10 Medium Duty 2-Bolt Clamp 

AG112 2-Bolt DICL Pipe Clamp 

AGl 15 2-Bolt HOPE Pipe Clamp 

AG120 Heavy Duty 2-Bolt Clamp 

AG130 Insulated 2-Bolt Clamp 

AG150 Light Duly 3-Bolt Clomp 

AG160 Medium Duty 3-Bolt Clomp 

AG170 Heavy Duly 3-Bolt Clamp 

AG190 High Temp 3-Bolt Clamp 

AG200 Insulated 3-Bolt Clamp 

AG220 Low Temp Riser Support 

AG250 Low Temp Clevis Clamp 

AG260 Beam Clamp 

1800 899 480 
www.anchoragegroup.com.au 

AG270 Fully Threaded Rod 

AG280 Drop Rod RH / LH 

AG290 Forged Weldless Eye Nut 

AG295 Spade Nut 

AG300 Spade End with Rod 

AG310 Hex Connector/ Coupler Nut 

AG320 Forged Clevis & Pin 

AG330 Forged Turnbuckle 

• 
AG340 Pipe Welding Lug 

AG350 Welded Lug 

AG360 Welded Beam Attachment 

AG370 Welded Beam Attachment 

AG385 Hemispherical Cup & Washer 

Clickable Index



Clickable Index



ACCESS AG100 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/2-bolt-pipe-clamp-light-duty-ag100/
https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/


ACCESS AG110 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/medium-duty-2-bolt-pipe-clamp-ag110/
https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/


F.1�c1.1□eec;E_.. 2-BOLT CLAMP FOR DUCTILE IRON PIPE AG 112 
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Part Number Pipe DN 

AG112-122 100 

AG112-177 150 

AG112-232 200 

AG112-259 225 

AG112-286 250 

AG112-345 300 

AG112-426 375 

AG112-507 450 

AG112-560 500 

AG112-667 600 

AG112-826 750 

122 201 

177 271 

232 330 

259 357 

286 434 

345 499 

426 616 

507 736 

560 787 

667 901 

826 1060 
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I PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Available in stainless steel

• Manufactured in Australia

• Often used with AG270

SWL (Kg) Item Weight (Kg) 

M16 16 350 2.0 

M16 16 I 350 I 3.8 

M20 20 700 6.2 

M20 20 850 r 6.7 

M24 24 850 11.9 

M30 30 I 1400 I 14.5 

M36 36 2000 33.3 

M36 36 I 3300 1 47.1 

M36 36 3300 50.5 

M42 42 I 4000 I 89.0 

M42 42 4500 104.3 

https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/
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I PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Available in stainless steel

• Manufactured in Australia

• Often used with AG270

Part Number Pipe ON (D) C (mm) F (mm) G (mm) SWL (Kg) Item Weight (Kg) 

AG115-050 50 102 12 12 270 0.70 

AG115-063 63 115 12 12 270 0.78 

AG115-075 75 I 154 I 16 16 I 350 I 1.51 

AG115-090 90 169 16 16 350 1.64 

AG115-110 110 I 189 I 16 16 I 350 I 1.82 

AG115-125 125 204 16 16 350 1.95 

AG115-140 140 219 r 16 16 350 r 2.08 

AG115-160 160 239 16 16 350 2.26 

AG115-180 180 I 259 1 16 16 I 700 1 2.44 

AG115-200 200 294 16 16 700 4.03 

AG115-225 225 319 16 16 850 4.37 

AG115-250 250 348 20 20 850 6.48 

AG115-280 280 I 378 I 20 20 I 850 I 7.01 

AG115-315 315 463 24 24 1400 12.63 

AG115-400 400 584 1 30 30 2000 1 19.84 

AG115-450 450 640 36 36 2850 34.51 

AG115-500 500 I 728 I 36 36 I 3300 I 46.52 

AG115-560 560 788 36 36 3300 50.37 

AG115-630 630 864 42 42 4000 73.79 

AG115-710 710 944 42 42 4000 80.46 

AG115-800 800 1034 42 42 I 4000 I 87.96 

AG115-900 900 1134 42 42 4000 96.30 

AG115-1000 1000 1234 42 42 I 4000 1 104.63 

1800 899 480 
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https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/


Part Number Pipe DN 

AG120-048 40 

AG120-060 50 

AG120-076 65 

AG120-089 80 

AG120-114 100 

AG120-168 150 

AG120-219 200 

AG120-273 250 

AG120-324 300 

AG120-356 350 

AG120-406 400 

AG120-457 450 

AG120-508 500 

AG120-559 550 

AG120-610 600 

AG120-711 700 

AG120-762 750 

AG120-813 800 

AG120-864 850 

AG120-914 900 

48 108 

60 120 

76 140 

89 172 

114 216 

168 285 

219 336 

273 427 

324 514 

356 546 

406 596 

457 659 

508 748 

559 799 

610 858 

711 959 

762 1018 

813 1069 

864 1120 

914 1170 

1800 899 480 
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I PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Available in stainless steel

• Manufactured in Australia

• Often used with AG270

SWL (Kg) Item Weight (Kg) 

Ml2 16 400 0.83 

Ml2 16 1 400 1 0.91 

Ml6 20 400 1.20 

M20 25 I 850 I 2.35 

M24 28 930 3.65 

M24 28 I 1250 I 6.57 

M24 28 1250 7.63 

M30 32 I 1650 I 12.68 

M36 40 2450 21.67 

M36 40 2650 I 30.07 

M36 40 2650 32.66 

M48 75 r 3850 I 58.10 

M48 75 4280 67.07 

M48 75 I 4280 I 71.33 

M56 80 4540 92.04 

M56 80 I 5000 I 134.70 

M64 90 5000 147.85 

M64 90 I 5000 I 154.39 

M64 90 5000 160.93 

M64 90 I 5000 I 167.35 
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ACCESS AG120 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/2-bolt-pipe-clamp-heavy-duty-ag120/
https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/


Part Number Pipe DN 

AG130-021 

AG130-027 

AG130-034 

AG130-042 

AG130-048 

AG130-060 

AG130-076 

AG130-089 

AG130-114 

AG130-168 

AG130-219 

AG130-273 

AG130-324 

AG130-356 

AG130-406 

AG130-457 

AG130-508 

AG130-559 

AGll0-610 

15 

20 

25 

32 

40 

50 

65 

80 

100 

150 

200 

250 

300 

350 

400 

450 

500 

550 

600 

21 

27 

34 

42 

48 

60 

76 

89 

114 

168 

219 

273 

324 

356 

406 

457 

508 

559 

610 

77 

83 

90 

100 

106 

124 

167 

180 

205 

259 

325 

383 

484 

522 

602 

659 

748 

799 

856 
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I PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Neoprene insulation is

petrochemical resistant

• Available in stainless steel

• Manufactured in Australia

• Often used with AG270

SWL (Kg) Item Weight (Kg) 

Ml0 

Ml0 

Ml0 

M12 

M12 

M12 

M16 

M16 

M16 

M16 

M16 

M20 

M24 

M30 

M30 

M36 

M36 

M36 

M42 

10 

10 

10 

12 I 
12 

12 l 
16 

16 I 
16 

16 I 
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20 

24 

30 I 
30 

36 r 
36 

36 I 
42 

240 

240 

240 

240 

240 

240 

300 

300 

300 

300 

465 

510 

960 

960 

1300 

1830 

2360 

2360 

2850 
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0.56 

0.60 

0.64 

0.74 

0.77 

0.84 

1.65 

1.77 

1.99 

2.47 

4.51 

7.18 

13.39 

15.26 

20.75 

35.95 

48.5 

51.77 

74.04 
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ACCESS AG130 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/insulated-2-bolt-pipe-clamp-ag130/
https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/


Part Number Pipe DN 

AG150-021 15 21 52 M6 

AG150-027 20 27 58 M6 

AG150-034 25 34 65 M6 

AG150-042 32 42 77 Ml0 

AG150-048 40 48 90 Ml0 

AG150-060 50 60 100 Ml0 

AG150-076 65 76 121 Ml0 

AG150-089 80 89 136 Ml0 

AG150-114 100 114 160 Ml2 

AG150-141 125 141 193 Ml2 

AG150-168 150 168 220 Ml2 

AG150-219 200 219 283 Ml6 

AG150-245 225 245 309 Ml6 

AG150-273 250 273 337 Ml6 

AG150-324 300 324 422 M20 

AG150-356 350 356 458 M24 

AG150-406 400 406 523 M24 

AG150-457 450 457 605 M24 

AG150-508 500 508 656 M24 

AG150-559 550 559 707 M24 

AG150-610 600 610 758 M24 

AG150-762 750 762 946 M30 

AG150-914 900 914 1136 M30 
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I PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Available in stainless steel

• Manufactured in Australia

• Often used with AG290

SWL (Kg) Item Weight (Kg) 

6 60 70 0.25 

6 60 70 0.26 

6 60 70 0.28 

10 60 100 I 0.47 

10 60 100 0.49 

10 60 100 I 0.53 

10 60 100 0.72 

10 60 100 0.77 

12 60 100 0.94 

12 60 100 I 1.55 

12 80 150 1.78 

16 90 150 I 3.35 

16 90 170 3.58 

16 90 170 I 3.82 

20 90 170 7.17 

24 90 400 10.39 

24 90 450 13.28 

24 90 570 21.68 

24 90 800 23.28 

24 90 800 24.88 

24 90 800 26.49 

30 100 1280 I 54.10 

30 100 1420 77.54 

ACCESS AG150 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/3-bolt-pipe-clamp-light-duty-ag150/
https://anchoragegroup.com.au/products/forged-weldless-eye-nut-ag290/


----------

Part Number Pipe DN 

AG160-048 40 48 100 Ml2 

AG160-060 50 60 112 Ml2 

AG160-076 65 76 155 Ml6 

AG160-089 80 89 168 Ml6 

AG160-114 100 114 193 Ml6 

AG160-141 125 141 219 Ml6 

AG160-168 150 168 247 Ml6 

AG160-194 175 194 288 Ml6 

AG160-219 200 219 313 Ml6 

AG160-245 225 245 343 M20 

AG160-273 250 273 371 M20 

AG160-324 300 324 472 M24 

AG160-356 350 356 510 M30 

AG160-406 400 406 590 M30 

AG160-457 450 457 647 M36 

AG160-508 500 508 736 M36 

AG160-559 550 559 787 M36 

AG160-610 600 610 844 M42 

1800 899 480 
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I PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Available in stainless steel

• Manufactured in Australia

• Often used with AG290

SWL (Kg) Item Weight (Kg) 

12 80 250 1.07 

12 80 250 1 1.14 

16 90 400 2.22 

16 90 400 1 2.33 

16 90 400 2.56 

16 90 400 I 2.79 

16 90 400 3.03 

16 90 600 I 4.96 

16 90 600 5.30 

20 90 830 r 7.80 

20 90 830 8.30 

24 90 1100 I 15.23 

30 90 1400 17.6 

30 90 1800 1 23.44 

36 90 2450 40.21 

36 100 3120 I 53.86 

36 100 3120 57.14 

42 100 3840 I 81.45 

ACCESS AG160 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/3-bolt-pipe-clamp-medium-duty-ag160/
https://anchoragegroup.com.au/products/forged-weldless-eye-nut-ag290/


Part Number Pipe DN 

AG170-048 40 48 108 

AG170-060 50 60 120 

AG170-076 65 76 144 

AG170-089 80 89 172 

AG170-114 100 114 216 

AG170-141 125 141 242 

AG170-168 150 168 285 

AG170-219 200 219 342 

AG170-273 250 273 427 

AG170-324 300 324 514 

AG170-356 350 356 546 

AG170-406 400 406 602 

AG170-457 450 457 659 

AG170-508 500 508 748 

AG170-559 550 559 799 

AG170-610 600 610 850 

AG170-711 700 711 959 

AG170-762 750 762 1010 

AG170-813 800 813 1069 

AG170-864 850 864 1120 

AG170-914 900 914 1170 

1800 899 480 
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I PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Available in stainless steel

• Manufactured in Australia

• Often used with AG290

SWL (Kg) Item Weight (Kg) 

M12 16 85 400 1.49 

M12 16 I 85 400 I 1.59 

M20 25 95 400 2.52 

M20 25 I 95 850 3.89 

M24 45 95 900 5.17 

M24 45 95 930 5.52 

M24 45 95 1250 8.47 

M30 50 r 95 1250 11.14 

M30 60 100 1650 15.80 

M36 65 j 100 2450 26.47 

M36 65 100 2650 35.48 

M42 75 105 2650 41.75 

M48 90 190 3850 72.65 

M48 90 190 4280 82.49 

M48 90 190 4280 86.74 

M48 90 190 4540 103.71 

M56 100 210 5000 159.68 

M56 110 210 5000 166.35 

M64 110 230 5000 184.97 

M64 110 230 5000 191.51 

M64 110 230 5000 197.93 

ACCESS AG170 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/3-bolt-pipe-clamp-heavy-duty-ag170/
https://anchoragegroup.com.au/products/forged-weldless-eye-nut-ag290/


Part Number Pipe DN 

AG190-021 15 

AG190-027 I 20 

AG190-034 25 

AG190-042 I 32 

AG190-048 40 

AG190-060 50 

AG190-076 65 

AG190-089 80 

AG190-114 100 

AG190-141 I 125 

AG190-168 150 

AG190-194 I 175 

AG190-219 200 

AG190-245 I 225 

AG190-273 250 

AG190-324 300 

AG190-356A 350 

AG190-356B 350 

AG190-406A 400 

AG190-406B 400 

AG190-457A 450 

AG190-457B 450 

AG190-508A 500 

AG190-508B 500 

AG190-559A 550 

AG190-559B 550 

AG190-610A 600 

AG190-610B 600 

21 M12 

I 27 M12 

34 M12 

I 42 M12 

48 M12 

I 60 M12 

76 M12 

89 M12 

114 M16 

I 141 M16 

168 M30 

I 194 M30 

219 M30 

I 245 M36 

273 M36 

1 324 M36 

356 M24 

356 M42 

[
406 M24 

406 M42 

457 M24 

457 M42 

[
508 M24 

508 M42 

559 M24 

559 M42 

[
610 M24 

610 
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I PRODUCT DETAILS 

• Alloy steel

• Maximum temperature 570°C

• Recommended for suspension

of high temperature pipes

• A Series means light duty

• B Series means heavy duty

SWL (Kg) 

12 64 60 210 

I 12 76 57 I 210 

12 88 53 210 

I 12 92 56 I 210 

25 98 53 315 

25 108 73 315 

25 134 73 315 

25 152 76 315 

25 200 65 500 

T 
25 228 64 I 500 

44 286 86 1680 

44 316 83 I 1680 

44 344 82 1680 

51 396 107 I 2270 

51 428 91 2270 

51 480 90 2270 

51 524 87 910 

57 524 94 2270 

51 584 83 

[
910 

57 584 89 2270 

51 634 81 910 

57 634 89 2270 

51 706 77 

[
1135 

57 706 104 3400 

51 786 67 1225 

57 786 90 4080 

51 836 67 1225 

ACCESS AG190 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/high-temp-3bolt-clamp-ag190/


Part Number Pipe DN 

AG200-021 15 21 77 

AG200-027 20 I 27 83 

AG200-034 25 34 90 

AG200-042 32 42 100 

AG200-048 40 48 106 

AG200-060 50 60 124 

AG200-076 65 76 167 

AG200-089 80 89 180 

AG200-102 90 102 193 

AG200-114 100 114 205 

AG200-141 125 141 231 

AG200-168 150 168 259 

AG200-194 175 194 300 

AG200-219 200 219 325 

AG200-245 225 245 355 

AG200-273 250 273 383 

AG200-324 300 324 484 

AG200-356 350 356 522 

AG200-406 400 406 602 

AG200-457 450 457 659 

AG200-508 500 508 748 

AG200-559 550 559 799 

AG200-610 600 610 856 

1800 899 480 
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I PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Spacer and locknut optional

• Available in stainless steel

• Neoprene insulation is

petrochemical resistant

• Manufactured in Australia

• Often used with AG290

SWL (Kg) Item Weight (Kg) 

Ml0 70 10 240 0.86 

Ml0 70 10 240 0.90 

Ml0 70 10 240 0.94 

M12 70 12 240 1.07 

M12 85 12 240 1.16 

M12 80 r 12 240 1.21 

M16 90 16 300 2.32 

M16 95 16 300 2.47 

M16 95 16 300 2.58 

M16 95 I 16 300 2.69 

M16 95 16 300 2.92 

M16 95 I 16 300 3.17 

M16 95 16 465 5.17 

M16 95 r 16 465 5.51 

M20 90 20 510 8.01 

M20 90 20 510 8.51 

M24 75 24 960 15.29 

M30 80 1 30 960 17.75 

M30 75 30 1300 23.52 

M36 85 I 36 1830 40.67 

M36 85 36 2360 54.02 

M36 85 r 36 2360 57.29 

ACCESS AG200 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/insulated-3-bolt-pipe-clamp-ag200/
https://anchoragegroup.com.au/products/forged-weldless-eye-nut-ag290/


F.IIWCl;l□gF.IGE LOW TEMPERATURE RISER SUPPORT A G220 

CJ 

f2 

Part Number Pipe DN 

AG220-114 100 

AG220-141 125 

AG220-168 150 

AG220-194 175 

AG220-219 200 

AG220-245 225 

AG220-273 250 

AG220-324 300 

AG220-356 350 

AG220-406 400 

AG220-457 450 

AG220-508 500 

AG220-559 550 

AG220-610 600 

114 

141 

168 

194 

219 

245 

273 

324 

356 

406 

457 

508 

559 

610 

1800 899 480 
www.anchoragegroup.com.au 

I PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Available in stainless steel

• Shear lugs not included

• SWL varies according to C3 dimension

• Manufactured in Australia

• CJ to be provided by customer

25 M12 12 

25 M12 12 

25 M20 20 

25 M24 24 

25 M24 24 

31 M24 24 

31 M24 24 

31 M24 24 

35 M24 24 

35 M24 24 

35 M24 24 

35 M24 24 

35 M24 24 

41 M30 30 

ACCESS AG220 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/riser-support-low-temperature-ag220/


F.I �CI.I□ eF.I GE_,. LOW TEMPERATURE CLEVIS CLAMP AG250 

Part Number Pipe DN 

AG250-021 15 

AG250-027 20 

AG250-034 25 

AG250-042 32 

AG250-048 40 

AG250-060 50 

AG250-076 65 

AG250-089 80 

AG250-114 100 

AG250-141 125 

AG250-168 150 

AG250-219 200 

AG250-273 250 

AG250-324 300 

AG250-356 350 

AG250-406 400 

AG250-457 450 

AG250-508 500 

AG250-610 600 

21 60 

27 1 64 

34 65 

42 I 72 

48 76 

60 I 82 

76 105 

89 I 110 

114 140 

141 I 159 

168 184 

219 214 

273 256 

324 286 

356 321 

406 384 

457 405 

508 444 

610 502 
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I PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Available in stainless steel

• Insulation available on request

• Manufactured in Australia

• Often used with AG270, AG280

MB 8 

1 MB I 8 

MB 8 

Ml0 12 

Ml0 12 

Ml0 12 

M12 14 

M12 I 14 

M12 14 

M12 18 

M16 22 

M16 22 

M20 26 

M20 26 

M24 26 

M24 26 

M30 26 

M30 32 

M30 32 

SWL (Kg) Item Weight (Kg) 

35 0.14 

35 I 0.16 

35 0.17 

35 I 0.30 

35 0.31 

35 I 0.36 

35 0.69 

35 I 0.76 

35 0.94 

65 I 1.50 

65 2.55 

80 3.75 

80 4.80 

175 I 7.56 

210 10.99 

270 I 12.21 

380 15.67 

380 I 23.09 

380 26.72 

ACCESS AG250 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/clevis-clamp-low-temperature-ag250/
https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/
https://anchoragegroup.com.au/products/double-ended-drop-rod-ag280/


F.I �CI.I□ eF.I GE_,. BEAMCLAMP AG260 

I PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

A 
• Available in stainless steel

• Manufactured in Australia

• Dimension "A" is reference only

• Up to 200°C when galvanised

• Up to 350°C when mill finish

• Specs to be provided by customer:

- Part number

- Beam flange width and thickness

Part Number I (To suit beam) Item Weight (Kg) 

AG260-12 179 Ml2 0.5 

AG260-16 f 180 I Ml6 I 0.5 

AG260-20 192 M20 0.8 

AG260-24 214 M24 1.4 

AG260-30 228 M30 3.2 

AG260-36 260 M36 3.8 

AG260-42 300 M42 9.8 

AG260-48 1 333 I M48 I 11.9 

1800 899 480 
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ACCESS AG260 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/beam-clamps-ag260/


Part Number 

AG270-10 Ml0 

AG270-12 1 M12 I 
AG270-16 M16 

AG270-20 I M20 I 
AG270-24 M24 

AG270-30 I M30 I 
AG270-36 M36 

AG270-42 I M42 I 
AG270-48 M48 

AG270-56 I M56 I 
AG270-64 M64 

1800 899 480 
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I PRODUCT DETAILS 

• Galvanised carbon steel

• Right Hand thread

• Up to 200°C when galvanised

• Available in stainless steel

• Manufactured in Australia

• Often used with AG290

• Length (L) to be provided by customer

3.0 

3.0 

3.0 

3.0 

3.0 

3.0 

3.0 

3.0 

3.0 

3.0 

3.0 

SWL (Kg) Kg / Metre 

380 0.62 

560 I 0.89 

1040 1.58 

1630 I 2.47 

2360 3.55 

3750 I 5.55 

5460 7.99 

7480 I 10.88 

9820 14.21 

13560 I 19.34 

17900 25.26 

ACCESS AG270 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/
https://anchoragegroup.com.au/products/forged-weldless-eye-nut-ag290/


ACCESS AG280 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/double-ended-drop-rod-ag280/


M 

Part Number 

AG290-10 Ml0 38 

AG290-12 l M12 l 38

AG290-16 M16 38

AG290-20 I M20 I 50

AG290-24 M24 50

AG290-30 f M30 f 63 f 
AG290-36 M36 63

AG290-42 I M42 I 100

AG290-48 M48 100

AG290-56 I M56 I 100

AG290-64 M64 100

1800 899 480 
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I PRODUCT DETAILS 

• Galvanised forged carbon steel

• Right hand thread

• Tapped oversize to suit

galvanised threaded rod

• Up to 200°C when galvanised

• Often used with AG270, AG280

51 13 

51 l 13 l 
51 13

67 I 19 I 
67 19

86 f 25 f 
86 25

159 I 38 I 
159 38

159 I 38 I 
159 38

SWL (Kg) Item Weight 

380 0.3 

560 l 0.3

1040 0.3

1630 I 0.8

2360 0.8

3750 f 1.7

5460 1.7

7480 I 7.5

9820 7.5

13560 I 7.5

17900 7.5

Cf) 

-I 

m 

0 

ACCESS AG290 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/forged-weldless-eye-nut-ag290/
https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/
https://anchoragegroup.com.au/products/double-ended-drop-rod-ag280/


I PRODUCT DETAILS 
C 

• Galvanised carbon steel

• Right hand thread

• Tapped oversize to suit

galvanised threaded rod

H • Up to 200°C when galvanised

• Up to 350°C when mill finish

• Available in stainless steel

• Often used with AG270, AG280

• Manufactured in Australia

Part Number Item Weight (Kg) 

AG295-10 Ml0 44 14 10 0.24 

AG295-12 M12 45 I 18 I 12 I 0.45 

AG295-16 M16 50 22 16 0.89 

AG295-20 M20 60 I 26 I 16 I 1.20 

AG295-24 M24 60 32 16 1.58 

1800 899 480 
www.anchoragegroup.com.au 

ACCESS AG295 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/spade-nut-ag295/
https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/
https://anchoragegroup.com.au/products/double-ended-drop-rod-ag280/


F.I �CI.I□ eF.I GE_,. SPADE END WITH ROD AG300 

I PRODUCT DETAILS 

• Galvanised carbon steel

• Right hand thread

• Tapped oversize to suit

galvanised threaded rod

• Up to 200°C if galvanised

✓ • Available in stainless steel

Part Number 

AG300-10 Ml0 14 44 

AG300-12 Ml2 18 45 I 
AG300-16 Ml6 22 50 

AG300-20 M20 26 60 I 
AG300-24 M24 32 60 

AG300-30 M30 38 81 

AG300-36 M36 46 95 

AG300-42 M42 52 154 I 
AG300-48 M48 60 154 

1800 899 480 
www.anchoragegroup.com.au 

• See also AG295

• Length (L) to be provided by customer

500 6 

750 6 

950 8 

950 16 

950 16 

950 25 

950 25 

950 25 

950 25 

SWL (Kg) Kg / Metre 

200 0.62 

425 I 0.89 

800 1.58 

1235 I 2.47 

1780 3.55 

2800 5.55 

4100 7.99 

5650 I 10.88 

7425 14.21 

ACCESS AG300 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/spade-end-with-rod-ag300/
https://anchoragegroup.com.au/products/spade-nut-ag295/


F.I �CI.I□ eF.I GE_,. HEX CONNECTOR I COUPLER NUT A G31 O 

Part Number 

AG310-10 Ml0 

AG310-12 I M12 I 
AG310-16 M16 

AG310-20 r M20 r 
AG310-24 M24 

AG310-30 I M30 I 
AG310-36 M36 

AG310-42 r M42 r 
AG310-48 M48 

AG310-56 I M56 I 

1800 899 480 
www.anchoragegroup.com.au 

I PRODUCT DETAILS 

• Galvanised carbon steel

• Right hand thread

• Up to 200°C if galvanised

• Available in stainless steel

• Often used with AG270,

AG280, AG300

SWL (Kg) Item Weight (Kg) 

40 380 0.06 

40 560 l 0.07

50 1040 0.13

50 1630 0.19

50 2360 0.28

60 3375 f 0.56

70 5460 0.92

100 7480 I 2.10

120 9820 3.25

140 13560 I 4.75

(f) 

-I 

m 

0 

ACCESS AG310 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/hex-connector-ag310/
https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/
https://anchoragegroup.com.au/products/double-ended-drop-rod-ag280/
https://anchoragegroup.com.au/products/spade-end-with-rod-ag300/


F.I �CI.I□ eF.I GE_,. 

M 

Part Number 

AG320-10 Ml0 90 

AG320-12 I Ml2 1 90 1 
AG320-16 Ml6 90 

AG320-20 I M20 I 100 I 
AG320-24 M24 127 

AG320-30 I M30 r 127 r 
AG320-36 M36 152 

AG320-42 r M42 I 152 I 
AG320-48 M48 177 

AG320-56 1 M56 I 203 I 

1800 899 480 
www.anchoragegroup.com.au 

FORGED CLEVIS AND PIN AG320 

I PRODUCT DETAILS 

• Galvanised carbon steel

• Right hand thread

• Tapped oversize to suit

galvanised threaded rod

• Up to 200°C when galvanised

• Often used with AG270, AG280

10 12 

12 1 12 1 
16 16 

20 I 20 I 
24 24 

30 r 25 r 
36 38 

42 I 38 I 
48 64 

56 I 64 I 

SWL (Kg) Item Weight 

380 0.5 

560 0.5 

1040 0.5 

1630 1.4 

2360 2.3 

3375 2.5 

5460 3.9 

7480 5.9 

9820 10.6 

13560 15.9 

(f) 

--I 

m 

0 

ACCESS AG320 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/forged-clevis-pin-ag320/
https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/
https://anchoragegroup.com.au/products/double-ended-drop-rod-ag280/


F.I �CI.I□ eF.I GE_,. 

M 

Part Number 

AG330-10 Ml0 

AG330-12 I M12 1 
AG330-16 M16 

AG330-20 1 M20 

AG330-24 M24 

AG330-30 I M30 r 
AG330-36 M36 

AG330-42 r M42 I 
AG330-48 M48 

AG330-56 I M56 

AG330-64 M64 

1800 899 480 
www.anchoragegroup.com.au 

FORGED TURNBUCKLE AG330 

I PRODUCT DETAILS 

• Galvanised carbon steel

• Right Hand/ Left Hand thread

• Tapped oversize to suit

galvanised threaded rod

• Up to 200°C when galvanised

• Often used with AG270, AG280

152 

152 I 
152 

152 1 
152 

152 I 
152 

152 r 
152 

152 I 
152 

SWL (Kg) Item Weight 

380 0.2 

560 1 0.3 

1040 0.5 

1630 0.7 

2560 1.2 

3750 r 2.1 

5460 2.9 

7480 I 5.0 

9820 6.8 

15560 8.9 

17900 12.2 

Cf) 

--I 

rn 

0 

ACCESS AG330 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/forged-turnbuckle-rh-lh-ag330/
https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/
https://anchoragegroup.com.au/products/double-ended-drop-rod-ag280/


F.I �CI.I□ eF.I GE_,. PIPE WELDING LUG AG340 

I PRODUCT DETAILS 

• Lug and pipe should be the

same material grade

c 
• Often used with AG320

Part Number 

AG340-12C 70x10 48 14 

AG340-16C 85x10 58 18 

AG340-20C 105x12 70 22 

AG340-24C 120x16 80 26 

AG340-30C 150x16 100 32 

AG340-36C 175x25 118 38 

AG340-42C 205x25 138 44 

AG340-48C 225x32 150 50 

AG340-56C 265x32 178 58 

AG340-64C 300x36 200 66 

AG340-72C 340x40 228 74 

AG340-80C 365x40 250 82 

1800 899 480 
www.anchoragegroup.com.au 

• Specs to be provided by customer

C - Carbon Steel ( 100°C) 

B - Boiler plate (470°C) 

A - Alloy Steel (570°C) 

S - Stainless Steel ( 650°C) 

SWL (Kg) Item Weight 

23 M12 560 0.30 

28 I M16 1040 0.50 

35 M20 1630 0.75 

40 [ M24 2360 1.30 

50 M30 3750 2.10 

58 I M36 5460 4.40 

68 M42 7480 5.95 

75 I M48 9820 9.20 

88 M56 13560 12.75 

100 M64 17900 18.20 

113 M72 22740 26.10 

125 M80 28600 31.00 

ACCESS AG340 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/pipe-welding-lug-ag340/
https://anchoragegroup.com.au/products/forged-clevis-pin-ag320/


F.I �CI.I□ eF.I GE_,. 

Part Number 

AG350-10 50x6 75 14 

AG350-12 50x6 1 75 18 

AG350-16 50x10 75 22 

AG350-20 50x16 I 75 27 

AG350-24 75x16 75 32 

AG350-30 100x16 100 39 

AG350-36 125x20 110 45 

AG350-42 125x25 110 51 

AG350-48 150x25 110 60 

AG350-56 150x32 110 68 

AG350-64 200x32 110 76 

AG350-72 250x36 200 84 

AG350-80 275x40 220 94 

1800 899 480 
www.anchoragegroup.com.au 

WELDED LUG A G350 

I PRODUCT DETAILS 

• Carbon steel

• Custom versions and additional

sizes available on request

• Often used with AG320

• Manufactured in Australia

25 Ml0 

25 I M12 

25 M16 

25 I M20 

38 M24 

50 [ M30 

63 M36 

63 M42 

75 M48 

75 
T 

M56 

100 M64 

125 M72 

138 M80 

SWL (Kg) Item Weight 

380 0.21 

560 0.21 

1040 0.35 

1630 0.55 

2360 0.90 

3750 1.60 

5460 2.90 

7480 3.50 

9820 4.45 

13560 5.50 

17900 8.30 

22740 19.50 

28600 26.00 

ACCESS AG350 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/welded-lug-ag350/
https://anchoragegroup.com.au/products/forged-clevis-pin-ag320/


F.IIWCl;l□gF.IGE 

Part Number 

AG360-10 75 43 12 

AG360-12 75 43 14 

AG360-16 85 60 18 

AG360-20 85 70 22 

AG360-24 115 75 26 

AG360-30 120 110 32 

AG360-36 165 120 38 

AG360-42 200 140 46 

AG360-48 210 175 52 

AG360-56 240 185 60 

AG360-64 250 220 68 

1800 899 480 
www.anchoragegroup.com.au 

WELDED BEAM ATTACHMENT A G360 

I PRODUCT DETAILS 

• Mill finish carbon steel (up to 340°C)

• Available in HOG finish (up to 200°C)

• Custom versions and additional

sizes available on request

• M42 and heavier may be

welded fabrication

• Often used with AG270, AG280

• Manufactured in Australia

SWL (Kg) Item Waight 

50 Ml0 380 0.45 

50 M12 560 0.45 

75 M16 1040 0.58 

75 M20 1630 1.05 

100 M24 2360 2.72 

100 M30 3750 2.90 

150 M36 5460 8.50 

150 M42 7480 9.80 

150 M48 9820 12.25 

180 MSG 13560 13.80 

180 M64 17900 14.42 

ACCESS AG360 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/welded-beam-attachment-ag360/
https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/
https://anchoragegroup.com.au/products/double-ended-drop-rod-ag280/


F.I �CI.I□ eF.I GE_,. WELDED BEAM ATTACHMENT WITH LOAD PIN AG370 

C 

0F 

Part Number 

AG370-10 50 30 10 

AG370-12 65 1 30 1 12 1 
AG370-16 70 30 16 

AG370-20 85 I 35 I 20 I 
AG370-24 110 40 24 

AG370-30 125 50 r 30 r 
AG370-36 160 70 36 

AG370-42 180 90 I 42 

AG370-48 210 90 48 

AG370-56 235 100 56 

AG370-64 235 100 64 

1800 899 480 
www.anchoragegroup.com.au 

I PRODUCT DETAILS 

• This product comes with load pin

• Mill finish carbon steel (up to 340°C)

• Available in HDG finish (up to 200°C)

• M48 and heavier may be

welded fabrications

• Often used with AG290, AG295

• Custom versions and additional

sizes available on request

• Manufactured in Australia

SWL (Kg) Item Weight 

50 Ml0 380 0.47 

50 I M12 I 560 0.47 

50 M16 1040 0.73 

80 I M20 1630 1.32 

80 M24 2360 3.14 

100 M30 3750 3.73 

130 M36 5460 9.61 

130 I M42 7480 11.86 

150 M48 9820 15.30 

180 
r 

M56 13560 18.43 

200 M64 17900 21.08 

ACCESS AG370 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/welded-beam-attachment-with-load-pin-ag370/
https://anchoragegroup.com.au/products/forged-weldless-eye-nut-ag290/
https://anchoragegroup.com.au/products/spade-nut-ag295/


F.I �CI.I□ eF.I GE_,. HEMISPHERICAL CUP & WASHER AG385 

Part Number 

AG385-10 10 

AG385-12 12 l 
AG385-16 16 

AG385-20 20 I 
AG385-24 24 

AG385-30 30 f 
AG385-36 36 

AG385-42 42 I 
AG385-48 48 

AG385-56 56 I 

1800 899 480 
www.anchoragegroup.com.au 

I PRODUCT DETAILS 

• Galvanised carbon steel

• Allows l 0° swing in all directions

• Often used with AG270 AG280

12 

12 

16 

19 

25 

32 

35 

38 

40 

45 

SWL (Kg) Item Weight 

380 0.09 

560 0.12 

1040 0.21 

1630 0.44 

2360 0.71 

3750 1.16 

5460 2.41 

7480 2.82 

9820 4.55 

13560 6.21 

Cf) 

-I 

rn 

0 

ACCESS AG385 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/hemispherical-cup-washer-ag385/
https://anchoragegroup.com.au/products/fully-threaded-rod-ag270/
https://anchoragegroup.com.au/products/double-ended-drop-rod-ag280/
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Part Number Pipe DN 

AG412-122 100 

AG412-177 150 

AG412-232 200 

AG412-259 225 

AG412-286 250 

AG412-345 300 

AG412-426 375 

AG412-507 450 

AG412-560 500 

AG412-667 600 

AG412-826 750 

r 

1 

r 

I 

I 

0H 

210 122 

281 177 

336 232 

411 259 

438 286 

497 345 

582 426 

664 507 

715 560 

819 667 

982 826 

1800 899 480 
www.anchoragegroup.com.au 
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I 

I 

PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Bolts are not included

• 600 DN and over comes with 4 bolt holes*

• Load recommendations are lateral only

• Available in stainless steel

• Manufactured in Australia

24 118 

24 r 172 

24 224 

24 1 251 

24 278 

24 r 337 

28 418 

28 I 500 

28 551 

24* I 659 

28* 818 

SWL (Kg) Item Weight (Kg) 

420 1.51 

560 3.34 

560 4.13 

680 7.25 

680 7.85 

680 9.17 

680 11.01 

680 12.84 

680 13.97 

960 32.70 

960 46.20 
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PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Bolts are not included

• 600 DN and over comes with 4 bolt holes*

• Load recommendations are lateral only

• Available in stainless steel

0H • Manufactured in Australia

Part Number Pipe DN (D) C (mm) 0H (mm) J (mm) SWL (Kg) Item Weight (Kg) 

AG415-50 50 128 14 46 420 0.63 

AG415-63 63 141 14 59 420 0.72 

AG415-75 I 75 158 19 I 71 420 1.07 

AG415-90 90 173 19 86 420 1.20 

AG415-110 110 193 19 106 420 1.39 

AG415-125 125 208 19 121 420 1.52 

AG415-140 I 140 244 24 I 135 560 2.80 

AG415-160 160 264 24 155 560 3.09 

AG415-180 1 180 284 24 1 175 560 3.38 

AG415-200 200 304 24 195 560 3.67 

AG415-225 I 225 329 24 I 220 680 4.03 

AG415-250 250 402 24 242 680 7.05 

AG415-280 280 432 24 272 680 7.72 

AG415-315 315 467 24 307 680 8.50 

AG415-355 I 355 507 24 I 347 680 9.39 

AG415-400 400 556 28 392 680 10.43 

AG415-450 r 450 606 28 r 442 680 11.55 

AG415-500 500 656 28 492 680 12.66 

AG415-560 I 560 716 28 I 552 960 14.00 

AG415-630 630 782 24* 622 960 31.05 

AG415-710 710 862 24* 702 960 34.62 

AG415-800 800 956 28* 792 960 44.86 

AG415-900 900 1056 28* 892 960 50.00 

AG415-1000 1000 1156 28* 992 960 55.15 

1800 899 480 
www.anchoragegroup.com.au 



Part Number Pipe DN 

AG420-021 15 

AG420-027 20 

AG420-034 25 

AG420-042 32 

AG420-048 40 

AG420-060 50 

AG420-076 65 

AG420-089 80 

AG420-114 100 

AG420-141 125 

AG420-168 150 

AG420-194 175 

AG420-219 200 

AG420-245 225 

AG420-273 250 

AG420-324 300 

AG420-356 350 

AG420-406 400 

AG420-457 450 

AG420-508 500 

AG420-559 550 

AG420-610 600 

AG420-660 650 

AG420-711 700 

AG420-762 750 

AG420-813 800 

AG420-864 850 

AG420-914 900 

AG420-1016 1000 

0H 

28 12 

34 12 

42 12 

50 I 15 

56 15 

68 15 

86 15 

99 I 19 

124 19 

150 19 

178 24 

204 I 24 

229 24 

255 24 

283 24 

334 I 24 

366 24 

416 24 

467 28 

518 I 28 

569 28 

620 24* 

670 24* 

721 I 24* 

772 24* 

823 28* 

874 28* 

924 I 28* 

1026 28* 

1800 899 480 
www.anchoragegroup.com.au 

PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Bolts are not included

• 600 DN and over comes with 4 bolt holes*

• Load recommendations are lateral only

• Available in stainless steel

• Manufactured in Australia

24 80 

30 86 

37 94 

I 45 I 105 

51 111 

63 147 

79 169 

I 92 I 182 

117 207 

143 l 238

171 282

I 197 308

222 333 

248 359 

276 435 

327 486 

359 518

409 572 

460 623

511 674 

562 725 

614 772

664 822

715 873

766 924 

819 979

870 1030

920 1080

I 

I 

[ 

SWL (Kg) Item Weight (Kg) 

295 0.29 

295 0.32 

295 0.35 

295 I 0.39 

295 0.42 

420 0.77 

420 0.89 

420 I 1.29 

420 1.40 

420 1.53 

420 1.76 

560 I 3.36 

560 3.74 

560 4.10 

560 4.47 

680 I 7.91 

680 9.10 

680 9.82 

680 10.93 

680 I 12.17 

680 13.31 

680 14.45 

680 31.31 

960 I 35.81 

960 38.23 

960 46.93 

960 49.56 

960 I 52.13 

ACCESS AG420 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/saddle-guides-ag420/


ACCESS AG430 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/saddle-clamp-ag430/


PRODUCT DETAILS 

• Galvanised carbon steel

• Custom versions and additional

sizes available on request

• Bolts are not included

• 600 DN and over comes with 4 bolt holes*

• Load recommendations are lateral only

• Available in stainless steel

0H 
• Manufactured in Australia

Part Number Pipe DN 

AG435-356 350 

AG435-406 400 

AG435-457 450 

AG435-508 500 

AG435-559 550 

AG435-610 600 

AG435-660 650 

AG435-711 700 

AG435-762 750 

AG435-813 800 

AG435-864 850 

AG435-914 900 

AG435-1016 1000 

356 24 

406 28 

457 28 

508 28 

559 28 

610 24* 

660 24* 

711 24* 

762 24* 

813 28* 

864 28* 

914 28* 

1016 28* 

1800 899 480 
www.anchoragegroup.com.au 

346 540 

396 594 

447 645 

495 736 

546 787 

597 834 

647 884 

698 935 

749 986 

800 1041 

851 1092 

901 1142 

1003 1244 

SWL (Kg) Item Weight (Kg) 

8800 18.87 

8800 21.06 

12320 36.07 

13200 42.35 

13200 45.83 

13200 55.09 

13200 59.02 

13200 85.07 

13200 90.42 

13200 95.94 

13200 101.29 

13200 106.54 

13200 117.24 

ACCESS AG435 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/extra-heavy-duty-saddle-clamp-ag435/


Part Number Pipe DN 

AG440-021 15 

AG440-027 20 

AG440-034 25 

AG440-042 32 

AG440-048 40 

AG440-060 50 

AG440-076 65 

AG440-089 80 

AG440-114 100 

AG440-168 150 

AG440-219 200 

AG440-273 250 

AG440-324 300 

AG440-356 350 

AG440-406 400 

AG440-457 450 

AG440-508 500 

AG440-610 600 

F 

21 

27 I 
34 

42 I 
48 

60 

76 

89 

114 

168 I 
219 

273 

324 

356 

406 

457 I 
508 

610 I 

1800 899 480 
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PRODUCT DETAILS 

• Galvanised carbon steel

• Bolt length to suit 12mm support structure

• 600 DN and over comes with 4 bolt holes

• Load recommendations are lateral only

• Custom versions and additional

sizes available on request

• Available in stainless steel

• Neoprene insulation is

petrochemical resistant

• Tufnol base insulation

• Manufactured in Australia

SWL (Kg) Item Weight (Kg) 

79 Ml0 190 0.68 

85 I Ml0 190 0.74 

92 Ml0 190 0.80 

102 I M12 190 0.94 

108 M12 190 1.00 

150 M12 365 1.71 

170 M16 365 2.13 

183 M16 410 2.89 

208 M16 410 3.34 

282 I M20 550 7.29 

333 M20 550 8.77 

435 M20 650 16.32 

486 M20 650 18.60 

518 M20 650 20.02 

572 M24 650 22.69 

623 I M24 650 24.97 

674 M24 650 27.24 

772 I M20 I 1050 I 62.08 

ACCESS AG440 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/insulated-saddle-clamp-ag440/


PRODUCT DETAILS 

• Galvanised carbon steel

• Bolt length to suit 12mm support structure

• 600 DN and over comes with 4 bolt holes*

• Load recommendations are lateral only

• Custom versions and additional

0H sizes available on request

Part Number Pipe DN 

AG445-021 15 

AG445-027 20 

AG445-034 25 

AG445-042 32 

AG445-048 40 

AG445-060 50 

AG445-076 65 

AG445-089 80 

AG445-114 100 

AG445-141 125 

AG445-168 150 

AG445-194 175 

AG445-219 200 

AG445-245 225 

AG445-273 250 

AG445-324 300 

AG445-356 350 

AG445-406 400 

AG445-457 450 

AG445-508 500 

AG445-559 550 

AG445-610 600 

r 

1 

I 

r 

86 24 

92 I 30 

100 37 

111 [ 45 

117 51 

158 I 63 

178 79 

191 r 92 

216 117 

243 I 143 

292 171 

318 197 

343 222 

369 248 

445 276 

498 327 

530 359 

584 409 

635 460 

686 511 

737 562 

784 614 

1800 899 480 
www.anchoragegroup.com.au 
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I 

I 

• Available in stainless steel

• Neoprene insulation is

petrochemical resistant

• Tufnol base insulation

• Manufactured in Australia

SWL (Kg) Item Weight (Kg) 

28 Ml0 190 0.30 

34 Ml0 190 I 0.32 

42 Ml0 190 0.36 

50 M12 190 I 0.41 

56 M12 190 0.43 

68 M12 365 I 0.82 

84 M16 365 0.94 

97 M16 410 r 1.35 

122 M16 410 1.57 

149 M16 410 I 1.82 

178 M20 550 3.46 

204 M20 550 I 3.83 

229 M20 650 4.19 

255 M20 650 I 4.57 

283 M20 650 8.00 

336 M20 650 I 9.14 

368 M20 650 9.85 

418 M20 650 I 10.97 

469 M24 650 12.14 

520 M24 650 1 13.28 

571 M24 650 14.42 

ACCESS AG445 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/insulated-saddle-guide-ag445/


M 

Part Number Pipe DN 

AG470-114 100 

AG470-141 125 

AG470-168 150 

AG470-194 175 

AG470-219 200 

AG470-245 225 

AG470-273 250 

AG470-324 300 

AG470-356 350 

120 136 

147 163 

174 194 

200 220 

225 245 

251 271 

279 299 

330 350 

362 386 

1800 899 480 
www.anchoragegroup.com.au 

PRODUCT DETAILS 

• Galvanised carbon steel

• 4 nuts and washers supplied

• Manufactured in Australia

M16 72 165 1200 2.59 

M16 72 192 1200 0.96 

M20 90 231 1900 1.81 
--l 

M20 90 257 1900 2.70 0 

M20 90 282 1900 2.14 () 

M20 90 308 1900 2.30 ;,;:;: 

M20 90 336 1900 2.48 
m 

M20 1900 90 387 2.81 

M24 108 431 2100 4.53 

ACCESS AG470 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/u-bolt-pipe-guide-ag470/


M 

AG480-114 100 114 132 

AG480-141 125 141 159 

AG480-168 150 168 190 

AG480-194 175 194 216 

AG480-219 200 219 241 

AG480-245 225 245 267 

AG480-273 250 273 295 

AG480-324 300 324 346 

AG480-356 350 356 382 

1800 899 480 
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PRODUCT DETAILS 

• Galvanised carbon steel

• 4 nuts and 2 washers supplied

• Manufactured in Australia

M16 64 178 1200 

M16 64 205 1200 

M20 80 248 1900 

M20 80 274 1900 

M20 80 299 1900 

M20 80 325 1900 

M20 80 353 1900 

M20 80 404 1900 

M24 96 452 2100 

0.73 

0.82 

1.55 
--l 

1.69 
0 

1.82 () 

1.96 :;,;:; 

2.11 
rn 

2.38 
0 

3.84 

ACCESS AG480 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/u-bolt-pipe-clamp-ag480/


Part Number Pipe DN 

AG490-114 100 

AG490-168 150 

AG490-219 200 

AG490-273 250 

AG490-324 300 

AG490-356 350 

I 

I 

I 

114 151 

168 205 

219 256 

273 310 

324 361 

356 393 

1800 899 480 
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PRODUCT DETAILS 

• Galvanised carbon steel

• 4 nuts and 2 washers supplied

• Neoprene insulation

• Cork and neoprene base

• Neoprene insulation is

petrochemical resistant

• Manufactured in Australia

Item Weight (Kg) 

Ml6 64 188 1.37 

Ml6 64 I 242 1.74 

Ml6 64 293 2.10 

M16 64 347 2.47 

Ml6 64 398 2.82 

M16 64 430 3.04 

ACCESS AG490 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/insulated-u-bolt-clamp-ag490/


Part Number Pipe DN 

AG510-114 100 

AG510-168 150 

AG510-219 200 

AG510-273 250 

AG510-324 300 

AG510-356 350 

I 

1 

I 

114 157 

168 211 

219 262 

273 316 

324 367 

356 399 

1800 899 480 
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PRODUCT DETAILS 

• Galvanised carbon steel

• 4 nuts and 4 washers supplied

• Neoprene insulation

• Cork and neoprene base

• Neoprene insulation is

petrochemical resistant

• Manufactured in Australia

• See also AG530

Item Weight (Kg) 

M16 90 180 1.33 

M16 90 234 1.70 

M16 90 285 2.06 

M16 90 339 2.43 

M16 90 390 2.78 

M16 90 422 3.00 

ACCESS AG510 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/insulated-u-bolt-guide-ag510/


2: 
L � 

Part Number Pipe DN 

AG530-114 100 

AG530-168 150 

AG530-219 200 

AG530-273 250 

AG530-324 300 

AG530-356 350 

114 157 

1 168 211 

219 262 

I 273 316 

324 367 

I 356 399 

1800 899 480 
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PRODUCT DETAILS 

• Galvanised carbon steel

• 4 nuts and 4 washers supplied

• Neoprene insulation

• Cork and neoprene base

• l mm Teflon bonded to cork

and neoprene

• Neoprene insulation is

petrochemical resistant

• Manufactured in Australia

Item Weight (Kg) 

M16 90 180 1.33 

M16 90 234 1.70 

M16 90 285 2.06 

M16 90 339 2.43 

M16 90 390 2.78 

M16 90 422 3.00 

ACCESS AG530 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/teflon-insulated-ubolt-guide-ag530/


HEAVY DUTY PIPE CRADLE AG550 

PRODUCT DETAILS 

• Galvanised carbon steel

eop • SWL & Item Weight is approximate

Part Number Pipe DN 

AG550-508 500 

AG550-559 550 

AG550-610 600 

AG550-660 650 

AG550-711 700 

AG550-762 750 

AG550-813 800 

AG550-864 850 

AG550-914 900 

AG550-966 950 

AG550-1016 1000 

AG550-1066 1050 

AG550-1220 1200 

AG550-1372 1350 

AG550-1524 1500 

254 

279 

305 

330 

356 

381 

406 

432 

457 

483 

508 

533 

610 

686 

762 

1800 899 480 
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depending on BOP height

• Available in stainless steel

• Manufactured in Australia

• Custom versions and additional

sizes available on request

• Specs to be provided by customer

- BOP

- If baseplate is required

- If insulation is required

521 508 

559 I 508 

597 508 

648 I 508 

686 508 

737 r 508 

787 508 

813 I 508 

864 508 

914 I 508 

965 508 

1016 I 508 

1168 508 

1321 I 508 

1473 508 

SWL (Kg) Item Weight (Kg) 

15000 55 

15000 I 61 

15000 67 

15000 I 74 

15000 80 

15000 88 

20000 106 

20000 I 113 

20000 122 

20000 I 132 

20000 143 

20000 I 153 

20000 187 

20000 I 224 

20000 264 

ACCESS AG550 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/heavy-duty-pipe-cradle-ag550/


Part Number Pipe DN 

AG560-048 40 

AG560-060 I 50 

AG560-076 65 

AG560-089 80 

AG560-114 100 

AG560-168 I 150 

AG560-219 200 

AG560-273 I 250 

AG560-324 300 

AG560-356 350 

AG560-406 400 

AG560-457 I 450 

AG560-508 500 

AG560-559 I 550 

AG560-610 600 

AG560-660 I 650 

AG560-711 700 

AG560-762 I 750 

AG560-813 800 

AG560-864 850 

AG560-914 900 

AG560-966 950 

AG560-1016 1000 

AG560-1066 I 1050 

1800 899 480 
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FABRICATED PIPE SHOE AG560 

PRODUCT DETAILS 

• Galvanised carbon steel

• Clamp as per standard AG 110

• Design varies with pipe sizing

• Custom versions and additional

sizes available on request

• Up to 200°C when galvanised

• Available in stainless steel

• Manufactured in Australia

• BOP to be confirmed by customer

048 133 

060 I 133 

076 133 

089 133 

114 133 

168 I 133 

219 150 

273 I 150 

324 200 

356 200 

406 250 

457 I 300 

508 350 

559 I 350 

610 400 

660 I 400 

711 400 

762 I 500 

813 500 

864 500 

914 550 

966 550 

1016 550 

1066 I 650 



Part Number Pipe DN 

AG565-048 40 

AG565-060 50 

AG565-076 65 

AG565-089 80 

AG565-114 100 

AG565-168 150 

AG565-219 200 

AG565-273 250 

AG565-324 300 

AG565-356 350 

AG565-406 400 

AG565-457 450 

AG565-508 500 

AG565-559 550 

AG565-610 600 

I 

I 

I 

SINGLE PIPE SHOE AG565 

PRODUCT DETAILS 

• Galvanised carbon steel

• Clamp as per standard AG 100

• Support design and dimensions

eoP varies with BOP and DN sizing

48 

60 

76 

89 

114 

168 I 
219 

273 I 
324 

356 I 
406 

457 

508 

559 

610 

• Custom versions and additional

• sizes available on request

• Up to 200°C when galvanised

• Available in stainless steel

• Manufactured in Australia

• See also AG590

• To be provided by customer:

-BOP

-Baseplate requirement

66 100 

66 100 

58 138 

58 138 

58 138 

58 138 I 
58 158 

98 198 I 
98 198 

98 198 I 
98 198 

98 323 

98 323 

98 323 

98 323 

14 

14 

18 

18 

18 

18 

18 

22 

22 

22 

22 

22 

22 

22 

22 

1800 899 480 
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ACCESS AG565 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/single-pipe-shoe-ag565/
https://anchoragegroup.com.au/products/2-bolt-pipe-clamp-light-duty-ag100/


BOP 

Part Number Pipe DN 

AG570-048 40 

AG570-060 50 

AG570-076 65 

AG570-089 80 

AG570-114 100 

AG570-168 150 

AG570-219 200 

AG570-273 250 

AG570-324 300 

AG570-356 350 

AG570-406 400 

AG570-457 450 

AG570-508 500 

AG570-559 550 

AG570-610 600 

1800 899 480 
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DOUBLE PIPE SHOE A G5 70 

PRODUCT DETAILS 

• Galvanised carbon steel

• Clamp as per standard AG 100

• Support design and dimensions

varies with BOP and DN sizing

• Custom versions and additional

sizes available on request

• Up to 200°C when galvanised

• Available in stainless steel

• Manufactured in Australia

• To be provided by customer:

-BOP

-Baseplate requirement

48 100 40 

60 100 r 50 

76 100 55 

89 150 r 75 

114 150 75 

168 200 1 75 

219 250 100 

273 250 I 125 

324 300 125 

356 300 I 125 

406 300 125 

457 300 I 250 

508 350 250 

559 350 r 250 

610 400 250 

ACCESS AG570 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/double-pipe-shoes-ag570/
https://anchoragegroup.com.au/products/2-bolt-pipe-clamp-light-duty-ag100/


BOP 

Part Number Pipe DN 

AG580-048 40 

AG580-060 50 

AG580-076 65 

AG580-089 80 

AG580-114 100 

AG580-168 150 

AG580-219 200 

AG580-273 250 

AG580-324 300 

AG580-356 350 

AG580-406 400 

AG580-457 450 

AG580-508 500 

AG580-559 550 

AG580-610 600 

0D 

1800 899 480 
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WELD-ON PIPE SHOE AG580 

PRODUCT DETAILS 

• Galvanised carbon steel

• Support design and dimensions

varies with BOP and DN sizing

• Custom versions and additional

sizes available on request

• Up to 200°C when galvanised

• Available in stainless steel

• Manufactured in Australia

• BOP to be provided by customer

48 100 40 

60 100 1 50 

76 100 55 

89 150 1 75 

114 150 75 

168 200 I 75 

219 250 100 

273 250 I 125 

324 300 125 

356 300 I 125 

406 300 125 

457 300 I 250 

508 350 250 

559 350 1 250 

610 400 250 

ACCESS AG380 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/welded-pipe-shoe-ag580/


H 

Part Number Pipe DN 

AG585-048 40 

AG585-060 50 

AG585-076 65 

AG585-089 80 

AG585-114 100 

AG585-168 150 

AG585-219 200 

AG585-273 250 

AG585-324 300 

AG585-356 350 

AG585-406 400 

AG585-457 450 

AG585-508 500 

AG585-559 550 

AG585-610 600 

BOP 

48 

I 60 

76 

I 89 

114 

r 168 

219 

I 273 

324 

I 356 

406 

I 457 

508 

I 559 

610 

1800 899 480 
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INSULATED SINGLE PIPE SHOE A G585 

PRODUCT DETAILS 

• Galvanised carbon steel

• Clamp as per AG130

• Available in stainless steel

• Manufactured in Australia

• Custom versions and additional sizes

available on request

• Specs to be provided by customer

- BOP

- Baseplate requirement

66 100 14 

I 66 100 14 

58 138 18 

I 58 138 18 

58 138 18 

r 58 138 18 

58 158 18 

I 98 198 22 

98 198 22 

I 98 198 22 

98 198 22 

I 98 323 22 

98 323 22 

I 98 323 22 

98 323 22 

https://anchoragegroup.com.au/products/insulated-2-bolt-pipe-clamp-ag130/


Part Number Pipe DN 

AG590-048 40 

AG590-060 50 

AG590-076 65 

AG590-089 80 

AG590-114 100 

AG590-168 150 

AG590-219 200 

AG590-273 250 

AG590-324 300 

AG590-356 350 

AG590-406 400 

AG590-457 450 

AG590-508 500 

AG590-559 550 

AG590-610 600 

1800 899 480 
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INSULATED DOUBLE PIPE SHOE A G5 90 

PRODUCT DETAILS 

• Galvanised carbon steel

• Clamp as per standard AG 130

• Support design and dimensions

varies with BOP and NB sizing

• Custom versions and additional

sizes available on request

• Neoprene insulation is

petrochemical resistant

• Up to 200°C when galvanised

• Available in stainless steel

• Manufactured in Australia

• BOP to be provided by customer

48 100 40 

60 100 I 50 

76 100 55 

89 150 I 75 

114 150 75 

168 200 I 75 

219 250 100 

273 250 I 125 

324 300 125 

356 300 I 125 

406 300 125 

457 300 1 250 

508 350 250 

559 350 I 250 

610 400 250 

ACCESS AG590 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/insulated-compact-pipe-shoe-double-ag590/
https://anchoragegroup.com.au/products/insulated-2-bolt-pipe-clamp-ag130/


F.IIWCl;l□gF.IGE 

To be provided by customer: 

- Part number

- Dimension Mand P

- Movement Range {A, B or C)

l#IM@-ii-
AG620-01 

AG620-02 

AG620-03 

AG620-04 

AG620-05 

AG620-06 

AG620-07 

AG620-08 

oad Recommended (Kg 

100 - 500 

400 - 2000 

800- 4500

1500 - 8000 

2500 - 13000 

4000 -22000 

7000 - 43000 

12000 - 70000 

1800 899 480 
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SLIDE PLATES AG620 

DESIGN STEPS 

• Determine the load of the structure - this

will indicate the total load bearing area

required at a suitable bearing pressure

• Decide the number and position of the

bearings according to the rigidity and

function of the structure

• Take account of operating temperature

limits, specify any necessary thermal insulation

• Consider any unusual conditions affecting

the bearings, such as the need for additional

thermal insulation, damping pads, etc.

70 20 60 90 120 

90 40 80 110 140 

110 60 100 130 160 

130 80 120 150 180 

150 100 140 170 200 

180 130 170 200 230 

230 180 220 250 280 

280 230 270 300 330 

ACCESS AG620 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/teflon-slide-plates-ag620/


F.IIWCl;l□gF.IGE 

00 

BOP 

Part Number Pipe DN 

AG630-021 15 

AG630-027 20 

AG630-034 25 

AG630-042 32 

AG630-048 40 

AG630-060 50 

AG630-076 65 

AG630-089 80 

AG630-102 90 

AG630-114 100 

AG630-141 125 

AG630-168 150 

AG630-194 175 

AG630-219 200 

AG630-245 225 

AG630-273 250 

AG630-324 300 

AG630-356 350 

AG630-406 400 

AG630-457 450 

AG630-508 500 

AG630-559 550 

AG630-610 600 

21 

27 

34 

42 

48 

60 

76 

89 

102 

114 

141 

168 

194 

219 

245 

273 

324 

356 

406 

457 

508 

559 

610 

HEIGHT ADJUSTABLE SUPPORT - CRADLE MOUNT AG 6 30 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

190 

190 

190 

190 

190 

200 

200 

200 

200 

200 

200 

200 

PRODUCT DETAILS 

• Galvanised carbon steel

• Weight based on 1000mm BOP

• Designed for vertical support only

• Adjustment of 60mm up and down

• Not recommended under 400mm BOP

• Cradle provides 120° support

• Available in stainless steel

• Custom versions and additional

sizes available on request

• Manufactured in Australia

• BOP to be provided by customer

180 60 M24 

180 60 M24 

180 60 M24 

180 60 M24 

180 60 M24 

180 60 M24 

180 60 M24 

180 60 M24 

180 60 M24 

180 60 M24 

180 60 M24 

250 60 M48 

250 60 M48 

250 60 M48 

250 60 M48 

250 60 M48 

300 60 MSG 

300 60 MSG 

300 60 MSG 

300 60 MSG 

300 60 MSG 

300 60 MSG 

300 60 MSG 

SWL (Kg) Ham Waight (Kg) 

2000 8.4 

2000 8.5 

2000 8.5 

2000 8.6 

2000 8.7 

2000 8.7 

2000 9.5 

2000 9.6 

2000 9.7 

2000 9.8 

2000 10.8 

5000 21.0 

5000 24.8 

5000 25.1 

5000 27.3 

5000 27.8 

6500 37.1 

6500 41.6 

6500 47.0 

6500 62.0 

6500 74.4 

6500 77.7 

6500 99.7 

1800 899 480 
www.anchoragegroup.com.au 

ACCESS AG630 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/height-adjustable-pipe-support-cradle-mount-ag630/


F.IIWCl;l□gF.IGE 

.: •!cl 

AG631-021 15 21 

AG631-027 20 27 

AG631-034 25 34 

AG631-042 32 42 

AG631-048 40 48 

AG631-060 50 60 

AG631-076 65 76 

AG631-089 80 89 

AG631-102 90 102 

AG631-114 100 114 

AG631-141 125 141 

AG631-168 150 168 

AG631-194 175 194 

AG631-219 200 219 

AG631-245 225 245 

AG631-273 250 273 

AG631-324 300 324 

AG631-356 350 356 

AG631-406 400 406 

AG631-457 450 457 

AG631-508 500 508 

AG631-559 550 559 

AG631-610 600 610 

HEIGHT ADJUSTABLE SUPPORT - CLAMP MOUNT AG 6 31 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

190 

190 

190 

190 

190 

200 

200 

200 

200 

200 

200 

200 

PRODUCT DETAILS 

• Galvanised carbon steel

• Weight based on 1000mm BOP

• Designed for vertical support only

• Adjustment of 60mm up and down

• Not recommended under 400mm BOP

• Clamp as per AGl 10

• Available in stainless steel

• Custom versions and additional

sizes available on request

• Manufactured in Australia

• BOP to be provided by customer

180 60 M24 2000 8.4 

180 60 M24 2000 8.5 

180 60 M24 2000 8.5 

180 60 M24 2000 8.6 

180 60 M24 2000 8.7 

180 60 M24 2000 8.7 

180 60 M24 2000 9.5 

180 60 M24 2000 9.6 

180 60 M24 2000 9.7 

180 60 M24 2000 9.8 

180 60 M24 2000 10.8 

250 60 M48 5000 21.0 

250 60 M48 5000 24.8 

250 60 M48 5000 25.1 

250 60 M48 5000 27.3 

250 60 M48 5000 27.8 

300 60 M56 6500 37.1 

300 60 M56 6500 41.6 

300 60 M56 6500 47.0 

300 60 M56 6500 62.0 

300 60 M56 6500 74.4 

300 60 M56 6500 77.7 

300 60 M56 6500 99.7 

1800 899 480 
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ACCESS AG631 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/height-adjustable-pipesupport-clamp-mount-ag631/
https://anchoragegroup.com.au/products/medium-duty-2-bolt-pipe-clamp-ag110/


F.IIWCl;l□gF.IGE HEIGHT ADJUSTABLE PIPE STAND - FLANGE MOUNT AG 6 32 

Required Detalls 

Inside radius required 

Flange OD 

Flange hole size 

Qty of holes in the full flange 

Stud pattern rotation 

Pitch circle diametre 

Flange mount plate thickness 

Height from base to centre of pipe 

Pipe diametre 

Adjustment up and down 

Metric thread size 

Base size 

Hole centres in base 

1800 899 480 
www.anchoragegroup.com.au 

PRODUCT DETAILS 

• Galvanised carbon steel

• Designed for vertical support only

• Adjustment of 60mm up and down

• Not recommended under 400mm BOP

• Stand details as per AG630

• Available in stainless steel

• Custom versions and additional

sizes available on request

• Manufactured in Australia

• Required details below lo be

provided by customer

IR 

FOD 

H2 

H2QTY 

SPR 

PCD 

FMPT 

COP 

0D 

G As per AG63O 

M As per AG63O 

A As per AG63O 

C As per AG63O 

ACCESS AG632 BIM & CAD FILES HERE

https://anchoragegroup.com.au/products/height-adjustable-pipe-support-flange-mount-ag632/
https://anchoragegroup.com.au/products/height-adjustable-pipe-support-cradle-mount-ag630/


MODEL RANGE 

Available in 4 standard models AG680, AG700, AG720, AG740, and respectively have 

a working range of 35mm, 70mm, 140mm and 210mm. In addition there are 3 compact 

models; AG690, AG693, AG696, and respectively have a working range of 38mm, 

75mm, and 150mm. 

The models above can be obtained in 8 different top suspension arrangements, 

and one floor mounted pedestal type unit. 

TYPE A TYPE B TYPEC TYPED TYPE E 

TYPE F TYPEG TYPEH TYPEK 

- PRODUCT DETAILS-

1800 899 480 
www.anchoragegroup.com.au 

• Galvanised carbon steel, and multi coat systems available on request.

• Every variable spring unit is capable of withstanding a hydrostatic test load of up

to 2 times the maximum load shown in the selection table for a particular size

• Greater loads or travels are available made-to-order.

• If the movement is greater than 75mm and the load variation exceeds 25%,

please refer to Constant spring supports.

CLICK HERE FOR SELECTION & DIMENSION TABLES

https://anchoragegroup.com.au/products/variable-spring-supports/


- PRODUCT DETAILS-

CLICK HERE FOR SELECTION & DIMENSION TABLES

https://anchoragegroup.com.au/products/constant-spring-supports/






LEARN MORE ABOUT OUR CUSTOM MANUFACTURING CAPABILITIES HERE

https://anchoragegroup.com.au/custom-manufacturing-pipe-supports/


LEARN MORE ABOUT OUR CUSTOM MANUFACTURING CAPABILITIES HERE

https://anchoragegroup.com.au/custom-manufacturing-pipe-supports/
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